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RS4363-B

N/A

Optik Bluing Solution Type 1
N/A

 Laboratory reagent.

Avantik 
19 Chapin Road - Building C
Pine Brook, NJ 07058
(800) 783-9424

Chemtrec US 1-800-424-9300

No OSHA Hazard Classifications Applicable
N/A

N/A
N/A

Prevention: N/A 

Response: N/A

Storage: N/A

Disposal: N/A
N/A

N/A

Water 7732-18-5 Trade Secret
Select Buffers Trade Secret Trade Secret
Select Preservative Trade Secret Trade Secret

Flush eyes with water as a precaution.
Wash off with plenty of water. Remove contaminated clothing and launder before reuse as a precaution.

Move person to fresh air; give artificial respiration if breathing has stopped.
Never give anything by mouth to an unconscious person. Rinse mouth with water. Get medical attention if discomfort 

occurs.
N/A

If exposure by any route causes irritation get 
medical advice/attention.

N/A
Material will not burn 

N/A 
N/A
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Evacuate the area of all unnecessary personnel. Wear suitable protective equipment. Eliminate all 
sources of ignition and provide ventilation.

See section 8
Prevent release to the environment by using barriers.

Use barriers to prevent spreading. Collect spill in container. Call waste authorities.

Do not breathe vapors. Do not eat, drink or smoke when using this product. Keep container tightly closed.
Store in a well-ventilated place. Keep cool. Keep container tightly sealed when not in use.

N/A

N/A

Use in a well ventilated area to prevent exposure. Maintain eyewash fountain and quick-drench facilities in 
work areas.

Wear gloves, lab coat, eye protection and impervious footwear. Contact lenses should not be 
worn when working with this material.

If ventilation hood not available wear respirator.

Blue, Liquid 
N/A 

N/A 
7.9-8.2

100ºC
0ºC

N/A
N/A

Mild odor
N/A

Blue
Will not burn

N/A
N/A

N/A
N/A

N/A
N/A

N/A 
Miscible in water 

N/A
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Stable
N/A

None
N/A

N/A
N/A

Does not occur
N/A

Oxidizers, Strong Acids, Strong Bases. Water reactive substances (e.g. acetic anhydride, 
alkyl aluminum chloride, clacium carbide, ethyl dischlorosilane)

Thermal-oxidation degradation can produce oxides of carbon. Toxic gases and vapors
(I.e. Carbon monoxide) may be released in a fire.

May cause irritation with redness and pain.
May cause irritation with redness and pain.

May cause irritation with sore throat and coughing.
Irritation to the gastrointestinal system.

N/A
N/A

N/A
Not a carcinogen.

N/A
N/A

N/A
N/A

N/A

Check with your local waste authorities*
Do not dispose of in drains, check with your local waste authorities.* 

See section 2 and section 9 applicable information.* 
Check with your local waste authorities.* 

Consult your local or regional authorities.*

Not regulated.
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Health 1
Fire Hazard 0 
Reactivity 0
Specific Hazard

Health 1
0
0

Flammability
Physical Hazard
Personal Protection

11/20/2014 National Fire Protection Association (USA) NFPA 

Fire Hazard

Health 1 0 Reactivity

Specific Hazard

Hazardous Material Information System HMIS
Health 1
Flammability 0
Physical Hazard 0
Personal Protection

To the best of our knowledge, the information contained herein is accurate. However, neither the above named supplier nor any of its 
subsidiaries assumes any liability whatsoever for the accuracy or completeness of the information contained herein.


